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Dear Open Design user,

Thanks for downloading the Candle holder 1 design files (I hadn’t found a proper name for this one yet). 

This document contains Production instructions of the Candle holder 1 mixed with some words about Open Design.

Production instructions


In order to produce this object you need to be somewhat proficient with handling DXF files, have knowledge of laser cut part production, have two good hands and a creative and experiment loving personality. 

If you have all these, there’s a good chance you are an industrial designer or design student, if not, welcome aboard.
Just before you delete the design’s square frame and the creative commons message to prepare the DXF file for production, please note that you can use this design as many times you like, change it, send it to others, and express through it any personal point of view and creativity, as long as you follow the Creative Commons deed. Open Design suggests a way any designer can design and industrially produce objects on a global scale in an unbiased creative environment. Your cooperation will be much valued.
The Candle holder 1 is ready for laser cutting. The curves are all arcs, with no hidden lines or layers. Use 1.5mm stainless steel or 1.5mm “mild” steel.
When you have the cutout, first turn the base to a right angle, and do the same with the upper part. It’s a pretty easy assembly procedure.
The Candle holder 1 was designed for standard 21mm dia. Candles.
I would like you to mail me about your experience with this product and read your suggestions. In case you made modifications or found nice applications to it, I would be curious to see them. Photos, DXF files, and production instructions will be posted intact, and author credited on my website under the same Creative Commons agreement as mine.
Please be creative.
Thanks again,

Ronen Kadushin

Designer

